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Supplier's declaration of conformity (in accordance

with ISO/IEC 17050-1)
Testkorper / Test sample
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Werkstoff Durchmesser | Ident- Dichte Mag- Magnetische
Material Diameter Nr. Density /Formgenauigkeit Permeabilitat
|dent-no. Dimensional accuracy | Magnetic permeability
DIN 5401-2002-08

0.80 mm MK40004 8.0 g/cm? Grade 100 < 1,005
1,00 mm MK40006 8.0 g/cm? Grade 200 <1005
i 120 mm MK40034 80 g/cm? Grade 100 <1005
ST“'?FstOfTee" 150mm | MK40063 | 80 glem?’ Grade 100 <1005
AISI 316, 2,00 mm MK40037 8.0 g/cm® Grade 200 <1,005
VAA 2,50 mm MK40015 8,0 g/cm® Grade 100 < 1,005
3,00 mm MK40045 8.0 g/lcm? Grade 100 < 1,005
3.50 mm MK40019 8.0 g/cm? Grade 100 <1005
4,50 mm MK40021 80 g/cm? Grade 100 <1005

Die Prufkérper mit den oben genannten Identifikationsnummern enthalten die spezifizierten Prazisionskugeln und wurden in
Ubereinstimmung mit den oben genannten Normen gefertigt. Wir bestatigen, dass die Lieferung mit dem Auftragseingang

Ubereinstimmt.

The test samples with the above identification numbers contain the specified precision spheres and have been manufactured in accordance with the above
standards. We confirm that the delivery corresponds to the order received.

Unbeschadigte Prufkorper behalten bei angemessener Verwendung (Handhabung) die beschriebenen physikalischen und dimensionalen
Eigenschaften auf unbestimmte Zeit.

Non-damaged test samples retain the described physical and dimensional properties for an unlimited period of time when used (handled) correctly.
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